LIMESTONE .,: | L;200cC

LENGTH FUEL CAPACITY DISPLACEMENT DEADRISE ar TRANSOM

20’ 85 gal 2,600 lbs 21.1

OUTBOARD ENGINE OPTIONS:
« Single 200hp Yamaha/Mercury (Standard) « Single 250hp Yamaha/Mercury (Option)

MAXIMUM WEIGHT CAPACITY: o persons or 1,800 lbs

NEW STANDARD FEATURES:

» Outboard Engine Options » Gunwale Mounted Rod Holders (4)
o Luxurious Upholstery o USB Outlets (2)
» Updated Arrangements « Starboard Swim Platform w/ Telescoping
» Ergonomic Helm Stations Boarding Ladder
 Leaning Post w/ Flip-Up Bolster,  Battery Select Switch
Flip-Down Arm Rests & Removable » Boarding Assist
Cooler Storage (54qt) e Lockable Access Door to Console
» Molded Foot Rest Storage/Head
o Cockpit Coaming Bolsters » Kevlar Reinforced Chines, Keel & Stem
o Cockpit Toe Rails « Digital Engine Information

o Hydraulic Tilt Steering
» Bow Coaming Bolster

NEW ADDITIONAL OPTIONS:

» Flip-Down Cockpit Step « Bait Station w/ Livewell (w/Lighting) &
» Boarding Assist Tackle Storage
 Fusion AM/FM Stereo w/ Bluetooth o Powder Coated Hardtop T-Top w/ LED
» Raw Water Washdown, Fresh Water Spreader Light & LED Recessed Lights
Shower (10 gal) » Underside T-Top Color to Match Hull
o Garmin EchoMap Plus 94cv w/ GT51 » Hardtop Storage Net
Transducer + Flush Mount Kit & Maps » Hardtop Rod Holders (4)
e Garmin 10" Screen 8610XSV w/ B60  Synthetic Teak Decking
Transducer  \Vessel View Mobile (Mercury Only)
o Garmin GXM 53 Sirius/XM Weather Receiver  « Underwater Lighting System
e Garmin VHF 215 Marine Radio o Synthetic Teak Cockpit Table
e |Leaning Post Mounted Rod Holders (4) o Ski Pylon

o Trim Tabs w/ Indicator
o Fusion Speakers (4)

Visit www.limestoneboats.com for more details. - info@limestoneboats.com *Made in USA — Price and Specifications Subject to Change




LIMESTONE

L-200GG

202 1 CENTER CONSOLE

STANDARD FEATURES:

COLOR
o Limestone White Gelcoat w/ Limestone Blue Chine Stripe

HULL CONSTRUCTION

* Hand Lay Up Fiberglass Construction

« Stainless Steel Rubrail (Optional Rope Inlay)
* Bow and Stern Towing Eyes

o Structural Fiberglass Grid Bonded to Hull

BOW

o Stainless Steel Bow Grab Rail

e Anchor Locker

e Forward Console Seat w/ Storage
* Bow Seating

* Bow Storage

HELM STATION

Windshield

Compass

Single Engine Binnacle Controls
Stainless Steel Steering Wheel w/ Knob
Helm Pocket Catch

Dedicated Fire Extinguisher Storage
Console Switch Panel w/ Horn

12V Outlets (2)

Console Grab Rail

Lockable Access Hatch to Console Storage
Drink Holders

COCKPIT

e Transom Jump Seats w/ Storage
* Insulated Fish Box
« Under Gunwale Rod Racks (6)

DECK & GENERAL

Diamond Non-Skid Pattern on all Flat Surfaces
Access Hatches to Fuel Tank & Stowage Lockers
Stainless Steel Bow Mooring Cleat

Two Stainless Steel Bow Mooring Chocks

Two Stainless Steel Midship Mooring Cleats

Two Stainless Steel Stern Mooring Cleats

All Cleats Through Bolted w/ Backup Plates
Guttered Cockpit Sole & Transom Drain Plugs w/ Flapper Valves to
Permit Self Draining

o Automatic Electric Bilge Pump

» Breaker Panel

 Battery ON/OFF Select Switch

ADDITIONAL OPTIONS:

¢ Bimini Top

o Convertible Top & Enclosure

e Tonneau Cover (Cockpit Only)

« Stainless Steel Anchor Roller

« Fiberglass T-Top w/ Aluminum Frame
¢ Docking Lights

BUILT TO THE HIGHEST STANDARD, LIMESTONE IS BACKED BY A

LIMITED LIFETIME, TRANSFERABLE WARRANTY:

Deck, Hull, Liner & Stringer System — Limited Lifetime Warranty

Limited, Transferable Warranty (within first 3 years of ownership)

Component Parts (Gelcoat & Upholstery) — 2 Year Limited Warranty

Every Limestone is NMMA (National Marine Manufacturers Association) Certified, ABYC (American Boat & Yacht Council)
Compliant to applicant standards, and meets or exceeds U.S. Coast Guard requirements for enhanced safety on the water.
Limestones are built in Tennessee by a renowned boat builder with a consistent 40-year heritage of building the best in
class, providing owners the support and confidence they deserve when making a long term investment in a boat.

Visit www.limestoneboats.com for more details. - info@limestoneboats.com *Made in USA — Price and Specifications Subject to Change




